
HP LaserJet 1018 Printer

Enjoy HP LaserJet quality without exceeding your budget. HP’s most
affordable mono laser printer with reliable HP LaserJet print cartridge
delivers impressive results at a very low price. Its sleek, compact design
saves valuable desktop space.

*In addition to fast ppm speeds, most HP LaserJet printers include Instant-on Technology, which delivers a first page out from PowerSave
mode in industry-leading times, according to Quality Logic Printer Performance Test Reports from August 2005. The technology utilises an
innovative, quick-heating fuser system that virtually eliminates warm-up time.

HP LaserJet 1018 Printer

Perfectly priced for the home office and personal use, this mono laser printer delivers the proven reliability and
performance to meet your professional printing needs.

HP’s lowest priced mono laser printer makes high-quality laser printing affordable.
● Create outstanding, professional documents with 1200-dpi effective output quality (600 x 600 dpi resolution)
● Depend on proven HP LaserJet printer and print cartridge technology for reliable, consistent results every time you print
● Rely on a 150-sheet input tray, a single sheet priority input tray and a 100-sheet output bin
● Supports plain paper, envelopes, transparencies, card stock, postcards and labels.

Save valuable space with this sleek, compact laser printer that delivers fast results.
● Conveniently small size and space-saving design makes it ideal for the desktop
● Complete print jobs quickly with fast results at up to 12 ppm
● Thanks to HP’s Instant-on Technology, you can print a first page from PowerSave mode in less than 10 seconds*.

This intuitive laser printer is easy to set up, use and maintain.
● Rely on Hi-speed USB 2.0 connectivity for easy installation and use
● Includes 2MB RAM and a duty cycle of 3,000 pages per month
● Count on support for a wide range of operating systems including Windows® 98, SE, ME, 2000 and XB 32-bit
● Installation and replacement of the all-in-one HP LaserJet print cartridge is simple and convenient.



Ordering informationTechnical specifications
Print technology Monochrome Laser
Print speed A4 black: Up to 12 ppm

First page out black: Less than 10 sec, due to Instant-on Technology (no warm-up time from warm or cold start)
Speed specification per industry standard testing methods

Processor 234 MHz, RISC
Memory 2 MB
Print quality (1200 dpi-like quality with REt and FastRes)
Print resolution Up to 600 x 600 dpi
Printer languages Host-based printing
Economical printing Economode (saves up to 50% toner at 600 dpi), immediate return to Powersave mode after each print job due to Instant-on

Technology (saves electricity), N-up printing and manual two-sided printing (duplex) (saves paper)
Typefaces/fonts Based on installed typefaces on host computer
Duty cycle Up to 3,000 pages per month
Print margins top: 4 mm, left: 4 mm, right: 4 mm, bottom: 4 mm
Media handling Input Capacity Weight Size

Tray 1 Sheet: 1 60 to 163 g/m² A4, A5, A6, B5, envelopes (C5,
DL, B5), 76 x 127 to 216 x 356
mm

Tray 2 Sheets: 150, transparencies: 135,
envelopes: 15

60 to 105 g/m² A4, A5, B5, envelopes (C5, DL,
B5), 147 x 211 to 216 x 356 mm

Output: Up to 100 sheets. Up to 15 envelopes. Up to 100 transparencies
Duplex printing: Manual (driver support provided)

Media types Paper (laser, plain), envelopes, labels, cardstock, transparencies, postcards
Interface and connectivity Hi-Speed USB 2.0 port
Operating systems compatibility Microsoft® Windows® 98 SE, 2000, Me, XP (32-bit), Server 2003

Optional: Latest drivers available from the HP support Web site at http://www.hp.com/support
Minimum system requirements 90 MHz Pentium®, 120 MB available hard disk space (10 MB minimum install), CD-ROM drive, USB port
Software HP printer software CD-ROM includes HP installer/uninstaller, host-based driver, HP Toolbox for diagnostic status and

configuration, help documentation. Driver downloadable: Latest drivers available from the HP support website at
http://www.hp.com/support

Control panel 2 lights (Attention, Ready)
Power Requirements: Input voltage 110 to 127 VAC (+/- 10%), 50/60 Hz (+/- 2 Hz), 3.5 amps; input voltage 220 to 240 VAC (+/-

10%), 50/60 Hz (+/- 2 Hz), 2 amps. Consumption: 220 watts
Dimensions (w x d x h) Out of package: 370 x 242 x 209 mm

Packaged: 500 x 300 x 345 mm
Weight Out of package: 5 kg

Packaged: 7.21 kg
Operating environment Operating temperature: 10 to 32.5º C. Recommended operating temperature: 10 to 32.5º C. Operating humidity: 20 to 80%

RH. Recommended operating humidity: 20 to 80% RH. Storage temperature: 0 to 40º C. Storage humidity: 10 to 80% RH.
Noise level per ISO 9296: Sound power: LwAd 6.2 B(A). Sound pressure: LpAm 48 dB(A)

Product certifications Safety certifications: IEC 60950-1 compliant; safety UL listed; EU LVD and EN 60950-1 compliant; countries: Argentina (TUV S
Mark), Australia (AS/NZ 60950), Canada (cUL-CAN/CSA C22.2 No. 60950-00), China (GB 4943), Estonia (EEI-EN
60950-IEC 60825-1), EU (CE Mark-Low Voltage Directive 73/23/EEC), Germany (TUV- EN 60950-1-IEC 60825-1), Mexico
(NOM NYCE-NOM 019 SCFI), (Russia (GOST- R50377), Slovenia (SQI- IEC 60950-1-EN 60825-1), South Africa (IEC
60950-IEC 60825-1), US (UL-UL 60950-1; FDA-21 CFR Chapter 1 Subchapter J for lasers); Class 1 laser/LED product laser
safety statement, 21CFR Class A Laser Product (US), EMI statement (Korea), VCCI statement (Japan), Japanese Power Cord
statement, Laser statement (Finland), Canadian EMC Class B requirements, Declaration of Compliance (International)
EMC certifications: EMC Class B requirements (Canada), IEC 60950-1 (International), EN 60950-1 (International), IEC
60825-1+A1+A2, EN 60825-1+A11+A2 Class 1 Laser/LED product, GB4943, CISPR 22 +A1+A2/EN 55022: 1994+A1+A2
Class B, EN 61000-3-2, EN 61000-3-3+A1, EN 55024+A1+A2, FCC Title 47 CFR, Part 15 Class B (US), ICES-003, Issue 4,
GB9254, EMC Directive 89/336/EEC, Low Voltage Directive 73/23/EEC, CE Marking (Europe)

Warranty One-year limited warranty

CB419A HP LaserJet 1018 Printer,
HP LaserJet Introductory

Print Cartridge with up to
1000 pages yield (based
on 5% coverage), getting

started guide, printer
documentation and software

on CD-ROM, power cord

Laser Printer Supplies
Q2612A HP LaserJet Q2612A Black

Print Cartridge with
Ultraprecise Toner

2,000 standard pages in
accordance with ISO/IEC

19752

Connectivity
C6518A HP USB Cable, 2m

Service & support
UE502E HP Care Pack, Return to HP, 3
years
UE503E HP Care Pack, Pickup and
Return, 3 years
UE504E HP Care Pack, Next Business
Day Exchange, 3 years
UE508PE HP Care Pack, Next Business
Day Exchange, 1 year

For a complete list of supplies,
accessories and services, please refer
to http://www.hp.com

http://www.hp.com/uk/  
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